OUTDOOR BATTING TUNNELS & BATTING CAGES

OUTDOOR TUNNELS & CAGES

Batting Tunnels

Sthake 72 Heavy duty 8% OD stesl poles
330155 55’ long ?@ Premium architectural black powder coating
33015 #5'long ff?‘ Four steel pole, open-cage design creates an open cage and hanging net so balls
DOUBLE stop without rebound

23; 1/4” galvanized aircraft quality cable
330255 55’ long .
330275 75' long 4 Easy turnbuckle adjustment, and quick clip (snap hook) net attachment

f #36 weather treated knotted netting, machine sewn stitched rope borders, top
TRIPLE

center rib line for height control, and double door entry on one end

330355 55" long
330375 75" long

Batting Cages

The cage is 10" high x 12" wide and available in either a 50" or 70’ length.
Netting is constructed of a durable, black UV resistant weather treated
nylon with a 134", #420 square mesh. The net is supported by 2%”
diameter aluminum uprights to provide lightweight, vet ‘extremely rigid
supports. Uprights extend into either outdoor or indoor sleeves and are
furnished with ropes, pulleys, and rope cleats to provide ease of set up of
the entire system without the use of ladders.

330150 50’ Cage (8 Sleeves Required)
330170 70’ Cage (10 Sleeves Required)
802025 Outdoor Ground Sleeve (1)




BALLSTOP SYSTEMS, PORTABLE TRACK SHELTER § PORTABLE PRESS TOWER

BALLSTOPS

Powder Coat

CUSTOMIZABLE ATATAY AT« 57/ 9T

LGHT  ROYAL RED WHITE  ORANGE ‘fELLOW SILVER DLD GRAY ~ MARDON PURPLE BLACK  NAWY  HELLY DARK
BLUE BLUE BLUE  GREEN  GREEN

*To specify color with order, use the two-digit number of your color selection ta replace XX in the item number.

- 40° TALL BALLSTOP SYSTEMS 10" TALL BALLSTOP SYSTEMS
* 12, 15" and 20" use 4" diameter, %" wall aluminum tube - #424 netting The 10’ Tall Ballstop Systems were designed to be set up and removed as needed and
= 25" and 30 use 6" Sch 40 aluminum tube - #42A netting are available as above ground or in ground installation,
= 35" and 40" use 6” Sch 40 steel tube - #42A netting = Net: #42A Weather treated 1 %" square mesh with % roped edge and 180 Ib break strength
= All Poles 12-40" have a vertical support cable for additional net support = Netis supported at the top and held in place at ther bottom by %" vinyl covered steel cable
= Ground sleeves included » The 8062 is a portable system which uses g platform base with wheels that is weighted
» All poles are now powder coated in architectural black - Other colors available down by four 5 gallon jugs (included)
for an additional cost = The 807 is installed in aluminum ground sleeves (caps are included for use when pales
= 5 Year Warranty are removed)
= Purchase one starter unit and as many additional units as needed to reach your
739012 12" Ball Stop; Strajght Pole Starter (20" x 127 desired overall length (Sold in 20" lengths)
7320127 72" Bail Stop, Srmfght Pole Add On (20'x 72 ) » All poles are now powder coated in architectural black - Other colors available for an
3§ ..... = 2 e I 5 ” = additional cost
739015 15" Balf Stop; Straight Pole mrrer {20 x 75 « 5 Year Warranty
739015A 75 Ball Stop, Strmghr Pole Add-On (20’x 15)
739120 20 Baﬂ Stop; Offset Pole Smrfer 20" x 207
7391208 20 Bal Stop; Offset Pole Add-On (20" x 20) B Portable Starter Unit (10°x 20)
739020 20" Ball Stap, Straight Pole Starter (20" x 20/ B062R __ Portable Additional Unit(10'x 201
‘2‘3?”029!'\_ 20 Ball Stop; Straight Pole Add-0n (20'x 20/ 807 Sleeved Starter Umt {:'O x 207
738025 25 Ball Stop; Straight Pole Starter (20°x 257 0zA Steeved Additional Lnit (10'x 201
7390258 25'Ball Stop; Straight Pole Add-On (20'x 25
739030 30" Ball Stop; Straight Pole Starter (20" x 30)
_739030A  307Balf Stop; Straight Pole Add-0n (20" x 30
739035 35" Ball Stop; Straight Pole Starter (20" x 359 Caailt Sailstons
wanannre Call for Details.
7390354 35 Bm‘ﬂ‘ Smp, 5¢mfght Pofe Add On (20 X 35] ~
738040 40 Baf! Stap; Straight Pole Starter (20" x 40}

7380404 40" Ball Stop; Straight Pofe Add-On (20’ x 407)



