
Features that make SculptureSeat an excellent value.' 


Easy Maintenance 
• Easy to clean. easy to sweep -no obstructions. 

• No debris traps or exposed hardware. 

Durability 
• Modules are constructed of one-piece 
injection molded high strength polyethyl
ene which resists stains and will not 
splinter or warp. The molded-in solid 
color wil l not fade or wear out. 

o For maximum rigidity, the specially 
designed attaching clamp provides a 
steel-to-steel connection of the mod
ule to the 14-gauge galvan ized 
steel nose beam. 

f} Each module incorporates full 
1/2" perimeter interlocks to 
secure one module to the next for 
increased strength. 

€) Five vertical and two lateral ribs 
inside each module provide supe
rior strength and are positioned 
for easy cleaning. 

Soli olor 
Sculptures at Modules 

These modules feature re-designed end caps and 

a full 360-degree interlock connection. 

Our wide range of 15 standard colors will 

complement any decor. Colors shown here are 

color-coordinated with light grey polydeck. 

Custom module co lors, other than those shown, 

as well as contrasting end caps are avai lable upon 

request*. Color depictions will vary slightly from 

actual color. Please contact your local lnterkal 

representative to venfy your color selection. 

*May be subject to a slight additional charge. 

Comfort 
o Plastic seat modules are anatomically-contoured to achieve 
greater spectator comfort. 

o Each 18"-wide Interlocking module provides a minimum adult 
seat height of 16-1 /2" for greater comfort, even over extended 

periods. 

• Contoured module produces more leg room. 

Appearance 
• Strong horizontal lines of a sculp
tured face and wide range of avail
able colors dramatically increases 
aesthetic appeal and provides for 
interior design or school color 
options. 

o Modular design concept clearly 
delineates each seat space and 
allows for ease of replacement 
should it ever become necessary. 
A recess in the module allows for 
optional seat numbering. 

• Modules are available in 1 0" and 
12" depths depending upon front 
to back row spacing and code 
requirements. 

o Optional seat numbers shown. 
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